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The Acsyslock ® USB encoder
The encoder is the device used to encode the keys and 
the transfer keys. It requires one USB port.
•Materials: Shell in ABS, rotor in MIM
• Power Source: via USB
• Dimensions: 70 x 70 x 30mm
• Indicator Green LED:  
 fixed = connected
flashing = communicating
•  Other: Rohs and CE compliant

Management of organization chart:

•  ADD, MODIFY or DELETE keys, cylinders and 
   users from the system.
•  MODIFY access rights.
•  READ/ upload TRACES from the keys or 
    cylinders.

•  BAN stolen or lost keys AND 
   RE-INSTATE them if needed.
•  PRINT listings of the keys, cylinders 
   and users.
•  After downloading the information 
   from the cylinders, print/ export 
   detailed audit trail reports by user, 
   group of user, by cylinder or by 
   group of cylinders in excel format.

•  Windows 95/ 98/ 98SE/ NT/ 2000/ Millenium/ 
   XP/ Vista
•  32 MB RAM - 9 MB free space on hard disk
•  USB Port

                                software
The software is protected via an 8 alphanumeric/ character password, 
and two levels of management: Administrator and Operator

Mass storage transfer key 
• Materials: Shell in ABS / blade in stainless steel
• Dimensions: Approx. 65 x 35 x18mm (blade included)
• Weight: Approx. 30g
• Power source: 2 batteries MN9100 (LR1/ N size)
• Battery life: 24 months (average estimate)
• Low battery indicator: Orange flashing LED 
  upon opening of cylinders
• Operating temperature range: -10°C to +50°C
• Physical: torsion tested to 5Nm; drop tested to 1m 
• Communication: via USB or Wifi encoder
• Memory (2-16MB):
   - Allowing trace readings of up to 80 
     cylinders and 1000 traces per lock
   - Initializing up to 12.000 cylinders

The software has two components:

•  Centralised Acsysware ® Server or PC based 
   software and searchable database (keeps all 
   logs, changes, interventions that cannot be 
   erased).
•  Dynamic communication Acsyslink ® system 
   tray application. Users can use 
   Acsyslink ® to upload/ download 
   information (E.g.: change access  
   rights, upload key/ cylinder logs) 
   when connected to the network 
   or Wifi encoders, BUT have no 
   access to the system/ database.

•  Creates keys, cylinders and 
   users to be used in the system 
   (1-10.000).
•  Assign keys to users (which are 
   identified by name, position, picture and tel/ 
   email data).
•  Define the access rights of every key (therefore 
   of every user): permanent, temporary, or weekly 
   rights on which cylinders.
•  Initialize various elements of the system: keys 
   and cylinders.

Creation of organization chart:

Minimum computer environment:
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The Acsyslock ® cylinders
The Acsyslock ® cylinders are mechatronic 
devices. The opening codes are purely electronic 
and the Acsyslock ® cylinders are all mechanically 
identical. Operation is based on a freely rotating 
clutch when inactive so that the lock can neither 
be picked or forced. Designed to European DIN 
standard dimensions, they can be installed in 
place of traditional mechanical Euro-cylinders 
and can be fitted on nearly any door by using a 
Euro standard case lock. Power is provided by 
the Acsyskey ®, which makes the cylinders
totally autonomous.

The Acsyskey ®

The Acsyskey ® keys are reprogrammable keys that 
allow you to open all the Acsyslock ® cylinders/ 
padlocks for which you have the necessary access 
rights. The opening codes are purely electronic and 
are generated by the Acsysware ® software at the 
time of creation of the key. All the keys are physically 
identical but electronically distinct. The 
exchange of data between the key and 
cylinder is encrypted.

Acsyskey ® (version 1)
• Materials: shell in ABS / blade in stainless steel
• Dimensions: 65 x 35 x 18mm (blade included)
• Weight: 30g
• Power source: 2 batteries MN9100 (LR1/ N size)
• Battery life: 24 months (average estimate)
• Low  battery indicator: Orange flashing 
  LED upon opening of cylinders
• Number of access rights: 550 access 
  rights according to the right type 
  (permanent, temporary or weekly)
• Tracking History: 250most recentt events 
• Operating temperature range: -10°C to +50°C
• Communication: Uploading of log via 
  USB/Wifi encoder
• Physical: torsion testedto 5 Nm. 
  Drop tested at 1m

Acsyskey ® (version 2)
Identical to version 1 except:
• Dimensions: 37 x 13.5 x 70mm
• Weight: 45g
• Power source: 1 battery CR2450
• Battery life: 12 months 
  (average estimate)

All our products are EU certified in 
accordance with EN 50081-1 Ed. 1992, EN 
50082-2 Ed. 1995 and EN 50130-4 Ed. 1995 
standards concerning immunity of 
electrical fields, electrostatic discharge 
and electrical radiation fields and in 
accordance with Grade 4, 5 of EN1303.

• Materials: Stainless steel (316 L) 
  or stainless steel plated brass
• Powersource: Power supplied by Acsyslock®

• Dimensions: 10/30mm to 10/70mm for ½ 
  cylinders and 30/30mm to 70/70mm for 
  double-entry and knob cylinders
• Tracking history: keeps logs of 1000 most  
  recent events
• Memory of blacklisted keys: 500 banned keys.  
  The Acsyslock® system can disable and 
  re-instate lost or stolen keys to cylinders for  
  which people had access rights.
• Operating temperature range:  -20°C to +65°C
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The heavy duty “Boxer” Acsyspadlock ®

The heavy duty padlock was designed to withstand extreme shocks and torsion. It is a
proven design that has thousands of references, is made of reinforced brass and 
stainless steel and if properly installed can resist nearly all attacks. Ideally fitted to 
outside gates and enclosures, it offers all the features of an ordinary padlock with the 
added Acsyslock ® functionalities.

•  Materials: Shell in stainless steel, fitted with a 30/10 
    stainless steel cylinder
•  Power source: None, powered by inserting key
•  Dimensions: 96 x 81 x 40mm
•  Memory : 500 most recent events
•  Other : Rohs and CE compliant, manufactured to ISO standards

The heavy duty Acsyspadlock ®

The new heavy duty padlock was designed for extreme outdoor use.  
Strongly built out of hardened steel with raised shoulders, it becomes 
nearly impregnable during attacks. It is specifically designed for 
Acsyslock ®, providing a full weather proof outdoor padlock access 

control system.

• Materials: shell in case hardened steel, shackle in case hardened
  boron steel, fitted with a 30/10 stainless steel cylinder
• Power source: None, powered by inserting key
• Dimensions: 60 x 28 x 88mm & 60 x 28 x 70mm
• Memory : 500 most recent events
• Other : Rohs and CE compliant, manufactured to ISO standards

The Acsyspadlock ® padlock range
Today the range comprises three designs that probably fit about 95% of gates and 
enclosures in the market. Acsyslock ® padlocks offer all of the advantages of the 
Acsyslock ® access control system: no power requirement, usage history, blacklist for 
stolen/ lost keys, fitted with an un-drillable cylinder, guaranteed for 100,000 openings. 
Acsyspadlock ® range  = guaranteed robust & reliable locking for any property.
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